
BOLTED STEEL SHELVING

SHELVING THAT ADAPTS TO YOUR SPECIALISED NEEDS

MADE IN SOUTH AFRICA www.krostshelving.co.za



Paint Process

All our products have a baked epoxy powder coated �nish and pass through a  
5-stage chemical cleaning process. Powder is applied to an average thickness of  
55 microns as per SABS 1274-1979, type 2 method 141 prior to oven baking at  
210 degrees Celsius for 15 minutes. All paint speci�cations are independently 
veri�ed to conform to SABS standards by Corrosion Advisory Technical Services.

These units are assembled into rows 
of units side by side and back to 
back and are of suf�cient strength to 
support Mezzanine Floors.

Krosts storage experts will design 
the correct storage solution to 
maximize your storage space in the 
most economical manner.

Site visits, Computer Aided Designs 
(CAD) and quotations are provided 
free of charge.

Open Braced Bolted Steel Shelving is the most basic and 
economical shelving design for general purpose use.  Back 
and sides are open, except that sections are stabilised by 
means of cross braces on the back and sides.

Closed Back and Side Bolted Steel Shelving units are 
closed on three sides with steel panels to provide stability, 
protection of the items stored and to promote cleanliness of 
these items. When units are joined side by side and back to 
back, a common side or back panel is used between the two 
units achieving a large cost saving.
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