
MEZZANINE FLOORS

ADD EXTRA FLOORSPACE WITHIN THE 
SHELL OF AN EXISTING BUILDING

MADE IN SOUTH AFRICA www.krostshelving.co.za



Timber Cladding for Mezzanine Floors

SABS Approved Pine timber joists 

are laid at 500mm centres on top of 

our steel racking structure and sheets 

of plywood are �xed to these joists 

(other types of timber cladding are 

available on request)

MEZZANINE FLOOR CLADDING OPTIONS:

A wide range of cladding options are available depending on the 
load to be carried, work conducted, pallet jack use, ventilation 
requirements and any other speci�c factors.

 

Wherever high loading factors are prevalent, Krost Floor 
Panels are the ideal way to create mezzanine �oors and access 
stairs as well as having many other uses. Made of 1.6mm cold 
rolled steel, the con�guration of the slot punchings allows 
for maximum light penetration and use of overhead sprinkler 
systems.

There are no cleaning problems either � because 55% of the 
surface is open, it won�t block water, oil and grease. Krost Floor 
Panels have a mass of 4.7kg per linear metre, are 50mm deep 
and 229mm in width, and are a standard length of 2438mm. 
Side holes are provided for connecting sections of Krost Floor 
Panels together.

Krost Steel Floor Panel

Krost Floor Panel  Loading Chart

Span Between Supports (mm)	 900	 1050	 1200	 1350	 1550	 1650	 1800
 
 
Concentrated Load            Load (kg)	 180	 150	 130	 110	 100	 80	 66
 
                                        De� (mm)	 2.4	 3.2	 4.2	 5.4	 6.4	 7.0	 7.6

 
Total Distributed Load Over Entire Plank 

                                        Load (kg)	 364	 310	 255	 200	 160	 130	 110 

                                        De� (mm)	 3.0	 4.0	 5.0	 5.7	 6.4	 7.0	 7.6
 
 
Equivalent Distributed Load per Unit Of Area

                                        Load (kgm2)	 1740	 1270	 920	 640	 460	 340	 260

Safety Factor 1.65 Based on Minimum Yield




